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ECOLINE-GL 150-600

ANSI/ASME Cast Steel Globe Valves

Flanged Bonnet

Flanged Ends

Class 150-600
2”-1 2!!

Application

* Refineries, power stations, process and general industry
* For water, steam, gas, oil, and other media

* Other applications on request

Operating Data

* Maximum allowable pressure 1500 psi (106 bar)

= Maximum allowable temperature 1500 °F (816 °C)

* Pressure/Temperature ratings per ASME B16.34

Materials

« ASTM A216 WCB  up to 800 °F (427 °C)
« ASTMA217 WC6  up to 1100 °F (593 °C)
« ASTMA217 WC9  up to 1100 °F (593 °C)
« ASTMA217C5  up to 1200 °F (649 °C)
« ASTMA217C12  up to 1200 °F (649 °C)
« ASTMA352LCB  up to 650 °F (343 °C)

* ASTMA352L.CC  up to 650 °F (343 °C)

* ASTM A351 CF8 up to 1500 °F (816 °C)
* ASTM A352 CF8M up to 1500 °F (816 °C)

Trim Materials

* Trim 1 13Cr/13Cr

= Trim 2 304/304

* Trim5 Stellite/Stellite
* Trim 8 Stellite/13Cr

* Trim 10 316/316
Design

= Globe valve design per BS 1873

= Pressure/temperature rating per ASME B16.34

* End-end dimension per ASME B16.10

* Flange dimensions per ASME B16.5 and MSS SP44
* Testing per AP| 598

* Bolted bonnet

* Qutside screw and yoke

* Graphite packing

* Stainless steel/graphite gaskets

The valves meet the safety requirements of the Pressure
Equipment Directive 97/23/EC (PED) of annex | for fluids of the

groups 1 and 2.
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Variants on request

* Gear operators

* Electric actuators

* Bypass execution

* Radiography

* Buttweld ends per ASME B16.25
¢ Other variants

Remarks

* Ecoline gate valve type series booklet no. 7247.11
* Ecoline check valve type series booklet no. 7247.13
= Operating instructions no: 7427.8000.831

On all enquiries / orders please specify

Valve Type

ANSI Pressure Class

Size

Design pressure

Design temperature

Differential Pressure-shut off
Flow Medium

Material of Construction

. Trim Material (APl Trim Number)
10. Type of End Connection

11. Pipe Schedule (for Buttweld Ends)
12. Variants

13. Type Series Booklet Number

14. Valve Data Sheet if Applicable
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When ordering spare parts, indicate valve part number (shown
on nameplate) and serial number.
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